
SOHO Gigabit Ethernet Switches Data Sheet

300 Series

SOHO 네트워크를 위한 유선 접속의 확장

NETGEAR 300시리즈 기가비트 이더넷 언매니지드 스위치들은 가정 및 소규모 오피스를 위해 쉽고 안정적이며 저렴한 비용의 네트워크 접속을 제공합니다. 이

스위치들은 설치 및 사용이 편리하며, 플러그-앤-플레이 방식의 스위치로 즉석에서 다수의 장비에 네트워크 접속을 연결을 확장시켜 줍니다. 새로운 GS308P 모

델은 Power over Ethernet(PoE) 기능을 통해 IP카메라, VOIP전화기, 무선 액세스포인트 등의 장비에 하나의 이더넷(CAT-5)케이블로 부터 전력 및 데이터를 동시

에 전송할 수 있도록 도와줍니다.

• 데스크톱 혹은 벽면 부착 가능 – GS324는 랙마운트 가능(랙마운트 카트 내

장)

• 소규모 사무실 및 홈 네트워크를 위한 이상적인 스위치

• 표준 기반 기술은 기존 네트워크에 있는 어떠한 표준 기반 장비와 호환 보장

• 최대 4개의 PoE 지원 장비에 전력 지원(장비 당 15.4W, 최대 53W PoE 파

워)(단 GS308P만 가능)

• IP카메라, VOIP 전화기, 무선 액세스포인트를 위한 802.3af Power over 

Ethernet(PoE) 지원(단 GS308P만 가능)

SOHO (Small office/Home office) 네트워크 다이어그램

• 크로스케이블이 불필요한 Auto-MDI/MDIX 지원

• 손쉬운 사용을 위한 LED 표시

• 전력 절약을 위한 에너지 효율 기술 적용

• 무소음 작동을 위한 Fan-less 디자인

• 스위치와 단말장치간 최대속도 자동연결을 위한 Auto-negotiation

• 유선속도 최대 데이터전송률을 위한 Non-blocking 스위칭 아키텍쳐

• 플러그-앤-플레이, 어떠한 설정도 불필요

• 견고하고 내구성 있는 메탈 케이스
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특 징 GS305 GS308 GS308P GS316 GS324

10/100/1000Mbps PORTS 5 8 8 16 24

ENCLOSURE Metal Metal Metal Metal Metal

CONNECTOR TYPE: Plastic Plastic Metal Metal Plastic

PERFORMANCE:

Bandwidth 10Gbps 16Gbps 16Gbps 32Gbps 48Gbps

Buffer Memory 128 KB 128 KB 192 KB 768 KB 512 KB

Jumbo Frames 9216 bytes 9216 bytes 9720 bytes 9216 bytes 9216 bytes 

Forwarding Rate (using 64-byte packets) - 1
000Mbps Port 1,448,000 pps 1,448,000 pps 1,448,000 pps 1,448,000 pps 1,448,000 pps

Latency (using 64-byte packets) - 1000Mbp
s Port (average) < 2.6 μsec < 2.6 μsec < 3.0 μsec < 3.9 μsec < 4.7 μsec

MAC Address Table Size 2K 8K 4K 16K 8K

POE SUPPORT:

802.3af PoE Ports NA NA Ports 1-4 NA NA

PoE Max Power Per Port NA NA up to 15.4W NA NA

Total PoE Power Budget** NA NA up to 53W NA NA

ENERGY EFFICIENCY:

Energy Efficient Ethernet (IEEE 802.3az) Yes Yes Yes Yes Yes

Auto Power Down Yes Yes Yes Yes Yes

Short Cable Detection Yes Yes Yes Yes Yes

DC Input 5V/0.7A 12V/0.5A 48V/1.25A 12V/1.0A
Internal 

(AC : 110-240V, 50-60Hz, 
1.0A max)

Power Consumption (Max and Standby) 2.34W/0.45W 3.52W/0.57W 60.0W/0.28W 8.4W/1.83W 11.1W/8.47W

On/O Switch No Yes No No No

Heat Dissipation (Max and Standby) 7.99 BTU/1.53 BTU 11.87 BTU/1.95 BTU 186.61 BTU/0.95 BTU 28.73 BTU/6.26 BTU 37.96BTU/28.97 BTU

PORT LEDS Power, Link/Activity Power, Link/Activity 

Power, Link/
Activity (Left),

Ports 1-4: 
PoE Power (Right)

Power, Speed, 
Link/Activity 

Power, Speed, 
Link/Activity 

ADDRESS TABLE SIZE 2K 8K 4K 4K 4K

PHYSICAL SPECIFICATIONS:

Width x Depth x Height 101 x 94 x 29 mm 158 x 101 x 26 mm 158 x 101 x 29 mm 286 x 101 x 26 mm 252 x 180 x 44 mm

Weight 0.24 kg 0.38 kg 0.46 kg 0.84 kg 1.31 kg

ENVIRONMENT:

Operating Temperature 0 ~ 40° C

Storage Temperature -20 ~ 70° C

Operating Humidity 90% maximum relative humidity, non-condensing

Storage Humidity 5% to 95% relative humidity

표 준

• 802.3ab 1000BASE-T Gigabit Ethernet
• 802.3u 100BASE-TX Fast Ethernet
• 802.3i 10BASE-T Ethernet
• 802.3az Energy Efficient Ethernet

품질 보증

• All except China/India:
3-year warranty
• China/India:
1-year warranty

• 802.3x Flow Control
• 802.1p Priority QoS(모든 모델)
• 802.3 CSMA/CD
• 802.1P QoS and DSCP(GS308P, GS316 제외)


